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ALVA TESS
Architectural Scale, Wet-Listed
Exterior Wall Sconce

WHY WE DESIGNED TESS
Large facades require large fixtures
Available up to 60” in length

™

™



ALVA TESS
Designed to be maintenance free
for over 20 years

DESIGNED FOR THE OUTDOORS
Built to withstand harsh 
weather environments

™



ALVA TESS
10 year warranty on all electronics

HANDMADE DESIGN
Handcrafted out of heavy gauge 
aluminum in our California factory

™



BUILT TO LAST

TESS    is finished using a two coat process 
with a zinc undercoat for marine environments 
followed with an industrial grade architectural 
finish designed for decades of harsh, 
exterior usage

™

TESS    is IP66 rated and can be power washed 
at high pressure to easily maintain the fixtures 
in high visibility areas such as flanking door-
ways

™ 

ALVA TESS
TESS    has a 4” projection and is 
ADA compliant

DESIGNED TO LAST DECADES
TESS    utilizes a high-grade acrylic 
insert with a 20 year anti-UV rating to 
ensure no yellowing

™

™  

™



APPLICATIONS:
Direct/Indirect grazing luminaire for exterior/interior use:
flanking doors, on columns, on building facades, between 
windows, and elevator lobbies. Suitable for marine 
environments. 

SPECIFICATIONS:
ETL Wet Listed
IP66 rated (may be power washed at high pressure (100 kPa 
at a distance of 3 m)
Title 24 Compliant
ADA Compliant
120-277VAC input
10 Year Limited Warranty (excludes shade)

LAMPING:
Proprietary ALVA LED module, fully sealed and gasketed,  
field replaceable/serviceable
(23W) 2300 LM for 30” light module
(29W) 2900 LM for 45” light module
(37W) 3700 LM for 60” light module
3500K standard, 90 CRI Minimum, 92 typical
100,000 hours rated life time, all electronics
0-10V dimming (100-10%)

SHADE/FIXTURE CONSTRUCTION:
Engineered from heavy gauge aluminum.
Two coat finish with zinc undercoat for marine 
environments followed with industrial grade powder coat 
finish. High-grade acrylic insert with 20 year anti-UV rating 
to ensure against yellowing. 

MOUNTING:
J-Box 3.0 or 4.0 at center as well as alternative  mounting at 
end (refer to installation instructions for details). Can be 
mounted vertically or horizontally.

WEIGHTS: 

30” - 18 lb

45” - 27 lb 

60” - 36 lb

ALVA TESS™

DIMENSIONS: 

30” L x 12” W x 4”D

45” L x 12” W x 4”D 

60” L x 12” W x 4”D

30”, 45” or 60” 

12”

4”
Projection



TESS METAL FINISHES 

ESN - Enviro Satin Nickel (Powder Coat)

BLK - Matte Black (Powder Coat)

WHT - Matte White (Powder Coat)

EOB - Enviro Oil-Rubbed Bronze (Powder Coat)

GR - Graphite (Powder Coat)

ALVA TESS
The softer lined relative of ALVA’s
popular TEX™ Wall Sconce

™



To learn more about TESS™ and ALVA Lighting please click here

To see a short video about TESS™ click here

To find an ALVA Lighting rep click here

TESS  ™ by ALVA Lighting
LED-BASED ARCHITECTURAL LIGHTING
2301 4TH STREET, BERKELEY, CA 94710 
P: 408.394.3054 WWW.ALVALIGHT.COM
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